FOCAL
27 V1 subwoofer

Polyglass line

* Polyglass cone
Neutral sound without coloration

= Engraved aluminum dust cap
with Focal logo

= Large NBR surround Better esthetic

Reliability

= 50mm (2") voice-coil, 4 layers
High power handling

= Rubber protecting magnet
No damage due to shock and
corrosion

* Voice-coil cooling system
» Zamak chassis No dynamic compression
Strong rigid and non magnetic

27cm (11") subwoofer
50mm (2") voice-coil
Max. power: 500W
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?% Nom. power: 250W

£ Sensitivity: 90dB

; Frequency response: 35Hz-1kHz It makes the difference

7 Suggested application

E Load Volume Cut-off frequency (at -3dB) ¥ Low load “e?de'j' s : 3

i o~ e — o « An outstanding musicality in this price level.
g v" All Focal technology from the begining of the
% \ented 201 (0.71F3) 39Hz range.

2 Vented 301 (1.06Ft3) 34Hz

Exact product details fikely to change. Focal-IMlab reserve the right to modify the specification, technology and price
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Focal-America, 804 Calle Plano, Camarillo, CA 93012 ¢ Toll Free: 888.340.4403
Fax: 805.484.9008 ¢ www.focal-america.com ® sales@focal-america.com



