
MADE IN FRANCE

EXPERT
PS 130F

WHAT MAKES THE DIFFERENCE
• High sensitivity 
• All the last high tech solutions 
• Unique and patented FLAX cone (N°1350116) 
• A new sound for a new 100% Focal signature

TECHNICAL CHARACTERISTICS

2-way component kit

Diameter: 5" (130mm)
Voice-coil diameter: 1" (25mm)
Voice-coil height: 03/8" (10mm)
Magnet: 31/3" (85mm)

Processed Aluminum/Magnesium inverted 
dome tweeter
Separate crossover: 12-12dB/Oct
Ajustable tweeter level: 0; -3dB/Oct 
Max. power: 120W

Nom. power: 60W
Sensitivity (2.83V/1m): 91.6dB
Frequency response: 75Hz – 28kHz
Accessories: Supplied grilles

Performance
c r e A t e  y O U r  S O U N d
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•  Flax cone 
Neutral sound without coloration 
More dynamique 
Natural reproduction

•  Processed Aluminum/Magnesium inverted 
dome tweeter 
Smoothness and definition without directivity 
Poron suspension for long life

•  Aluminium basket 
rigid and non-magnetic 
design / excursion

•  Butyl surround 
excellent reliability

•  compact crossover, prewired 
easy to install

•  Integrated terminal •  tilted mounting 
easier installation 
Soft touch finishing

•  Serial number engraved 
on the surround


