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DSA 500 RT

WHAT MAKES THE DIFFERENCE 
• 600 W D class – 4 layers PCB 
• Low latency DSP – Audio real time control through “Focal Manager RT”
• Windows Xp / Vista / Seven / 8 and Mac OS X version 10.6 and later
• Remote device for subwoofer control and real time connection
• Long stroke 6x9 speaker

 TECHNICAL SPECIFICATIONS
• Front channels: Power (4 ohms): 2 x 65 Watts rms                       
• 2 ohms stable
• Subwoofer channel - Power (4 ohms): 1 x 165 Watts rms                    
• Protections: Short-circuit, continuous current, thermal overload, power inversion. 
• Dimensions (WxHxD): 235/8 x 81/4 x 1213/16 (600x210x310mm)
• Weight: 28.7 lbs (13kg)
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Powerfull subwoofer box, “all inside” concept and compact design  

DSA500 RT: Active Digital 2.1 subwoofer   

Front channel amplification 2 x 65 Wrms 

- Low latency integrated DSP
- High level / Low level inputs
- ”Auto power on” feature
- Preamp out” feature

600 Watts oversized power supply                                                         Bandpass Subwoofer 165Wrms – long stroke 6x9                             

REAL TIME CONTROL

Live sound modification 
experience                         

http://mobil.focal.com/dsa500-rt/en/


