K2 POWER ES 165KX2
2-way component kit

WHAT MAKES THE DIFFERENCE
• Inverted dome “M”-shaped tweeter
• 19/16” (40mm) VC diameter
• High power handling
• Bi-Amp crossover
• Phase plug for better dispersion
• Aluminum and mesh grille

TECHNICAL CHARACTERISTICS
2-way component kit
Diameter: 6½” (165mm)
Voice coil diameter: 19/16” (40mm)
Voice coil height: 02/3” (16.5mm)
Motor: Magnet

Tweeter: TKMX (“M” profile aramid fiber inverted dome)
Cone: Composite K2 Power “W” sandwich cone
Surround: Tuned Mass Damper (TMD®)
Separated crossover: 6-12/12-18dB (3kHz)
Tweeter Adjustable level: +3; 0; -3dB/oct

Max. power: 240W
Nom. power: 120W RMS
Sensitivity (2.83V/1m): 92.5dB
Frequency response: 55Hz - 22kHz
Impedance: 2 Ω
Accessories: Supplied grilles

Focal® is a trademark of Focal-JMlab® - Tel. (33) 04 77 43 57 00 - www.focal.com - Images may not conform exactly to specific product. Photos L’Atelier Sylvain Madelon-SCAB-160125/1